
For Packages up to 100 lbs.

Speed Range Max. Zone Size Sheave

30 - 60 FPM 48" Low speed sheave recommended

60 -120 FPM 48" Standard sheave

120 -160 FPM 48" High speed sheave required

160 - 200 FPM 36" High speed sheave required
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2 BOLTS FOR REMOVALBRUSHLESS DC

4.75" 
(max)

 
 

MULTIPLE SHEAVES

StrongPoint Automation
95 Raglin Road, Cambridge, 

Ontario, Canada  N1T 1X9
Tel: 519 624 1255

Fax: 519 624 1355
sales@strongpointautomation.com

www.strongpointautomation.com

ADVANTAGES 
n Saves Energy - "run on demand"
n Virtually Silent - band driven ABEC rollers with no gearbox noise
n Modular Components - only one motor to stock
n Reduced Downtime - long life brushless DC motor
n Reduced Maintenance - fewer mechanical components
n Saves Space - lower roller height and space for accessories
n Modular - pre-wired, full control package standard

SPECIFICATIONS
n 13" - 39" between frame
n 30 - 200 FPM speeds
n Transportation systems
n Zero pressure systems

ACCESSORIES
n Floor and ceiling supports
n Side guides
n Taper roller curves
n 30° and 45° spurs

CAPACITIES*
50 lbs. per zone with standard drive bands
100 lbs. per zone with high tension bands 
 

*See engineering for custom bands and additional drive options for packages over 100 lbs.
*Capacity assumes rigid product surface.  See engineering for unique applications.


